
Easier processing of polycarbonate

Designed specifically for polycarbonate, IncroMax 300 is a friction 
reduction additive for easier processing in sheet and glazing applications. 
IncroMax 300 provides essential reduction in surface friction as an internal 
lubricant as well as improving mold release properties.
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At the heart of better plastics

Reasons to buy

Energy eff ciency

Optimum performance in 
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Now available ina solid physical formAtmerTM 7650



IncroMax 300 has been developed to bring better 
performance and processing benefits when extruding and 
molding polycarbonate (PC).

IncroMax 300 is exclusively for non-food applications 
where compromise in clarity and performance is not 
an option. As a liquid additive, IncroMax 300 brings 
processing ease providing a lower coefficient of friction 
in extrusion during and after production. In injection 
molding, IncroMax 300 helps quick de-molding of 
complex parts without build up or dust residue left on 
part or mold.

Reduced surface friction

IncroMax 300 acts as a long lasting internal lubricant, rapidly 
reducing and maintaining low friction on the surface of 
polycarbonate. Tests have shown a reduction in friction by 
~50% after one month at levels as low as 0.5% of additive.

Easier mold release

IncroMax 300 has been shown to deliver a reduction in 
mold release force by ~40% when 0.5% of additive is 
used with polycarbonate. Reducing release force allows for 
quicker cycle times helping business increase productivity by 
maximizing the number of shots per hour.

Processing improvements 

The addition of IncroMax 300 provides improvements 
when processing polycarbonate both in quality of product 
and also in the output rate of polymer. Using IncroMax 
300 allows for a reduction in processing temperature while 
output rate still remains above the level of processing 
without additive.
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Extrusion and molding performance
Polycarbonate processing aid

For Greener Business
Reduce energy consumption and therefore cost by 
using IncroMax 300. By lowering extruder temperatures 
energy requirements are also lowered, but with 
IncroMax 300, output rate is maintained above that 
without additive even at 250°C. This can be directly 
converted into a cost saving per unit of polymer 
manufactured showing how IncroMax 300 can bring 
efficiency and cost benefits to processes.
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Recommended applications
l Automotive & transportation
l Glazing & glass replacement
l Construction & infrastructure
l Electronics & electrical

Figure 1: Kinetic CoF of blank PC and PC with 0.5% IncroMax 300 
(ASTM D1894)
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Figure 2: Mold release of blank PC compared to PC with the 
addition of 0.5% IncroMax 300

Figure 3: Output rate of PC at different extruder temperatures


